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Facility No. 564 
Facility Descriptor: Office Building 
Project: FUSS 559 Project 

Additional Information: 
Date of Demolition: 11-16-04 

This was a type I single story, 3000 sq. ft. steel office building on slab. Building was 
located south of building 56 1. 

(Must include information on environmental releases and conditions of site at turnover to Environmental Restoration) 

Section B. Final Characterization Data 
Reconnaissance Level Characterization Report 1-9-02 cone, k 5 53- n - ooaoog 

PLCR b 5 5 9 -  \ R - O O O o ~  

(concurrence received) 
In-process Characterization 
Pre-Demolition Survey Report (approval received) 
Post-Demolition Survey Report (as necessary) 

Section C .  Waste Data (complete categories as appropriate) 

Type I 

1 
Sanitarv DisDosal 
Disposal Site: 
Waste Volume: 
Waste Weight (tons): 
Additional Information: 

Demo debris (concrete and metal) BFI Foothills Highway 93 

285.72 tons . .  

820 cubid: yards . .!. : . 

Dates shipped 11/16/04 and 11/17/04 . . ,  . . . I .  . . ’ 

. . .  . . . \  v ; , . ; : .  . , , .  

. :  . . ; I  , { \ . . .  
. 

.,.. , , ; .  i , ’  

Hazardous Disposal 
Disposal Site: 

Additional Information: 

. .  
- ,  . ’ .  c. , .<,;:, . .  

, . .  . .  . .  
Waste Volume (m’):. . .  

. .  . . , . .  . . .  . .  . . . .  

TSCA Waste Disposal 
Disposal Site: 
Waste Volume (m’): 
Additional In,formation: 

Asbestos Waste Disposal 
Disposal Site: 
Waste Volume (m’): 
Additional Information: 

Low-Level Waste DisDosal 
Disposal Site: 
Waste Volume (m’): 
Additional Information: 

Low-Level Mixed Waste Disposal 
Disposal Site: 
Waste Volume (m3: 
Additional Information: 

Recycled Material 
Recycle Facility: 
Waste Volume (m3: 
Additional Information: 

Property DisDosition 
Receiver Locations (major ifems only): 
Volume (m’): 
Weight (tons): 

Kaiser-Hill Project Manager 
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Utility isolation for Building 564: 

Natural Gas: 1 -Inch natural gas line isolated above ground and purged 8/17/03. Line was air 
gapped 9/28/04 approximately 10 feet east of 564 slab. 

Domestic Water: The 4-inch domestic water isolated 5.5 feet deep 9/8/04 near center 
of Sth Street east of 564. 

Sewer: The 4 inch PVC sewer line flushed, cut, and grouted 6 feet deep 9-7-04 outside of 564 
south east corner. 

Electrical: The electrical line was supplying heat was isolated at the pole east of 564 on the east 
side of 8th Street. The main power for the building was isolated at the transformer on a pole east 
side 564 east of 8* Street. 




